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Specification®

Rod Guides
Rubber Rod Guide Nylon Rod Guide

e Field installed twist or hammer
on rod guides.

¢ Can handle any standard or
medium temperature well.

Rubber Nylon
Up to 250°F Up to 160°F
Popular Rod Guides
Outside Diameter Box
Material Tubing Sucker Rod Guide Part No. Quantity Weight
Nylon 2-3/8" 5/8" 1.850" 04-00100 50 16
Nylon 2-3/8" 3/4" 1.850" 04-00200 50 16
Nylon 2-3/8" 7/8" 1.850" 04-00300 50 16
Nylon 2-7/8" 5/8" 2.200" 04-00400 50 23
Nylon 2-7/8" 3/4" 2.200" 04-00500 50 23
Nylon 2-7/8" 7/8" 2.200" 04-00600 50 23
Nylon 2-7/8" 1" 2.200" 04-00700 50 23
Nylon 3-1/2" 3/4" 2.750" 04-00800 50 44
Nylon 3-1/2" 7/8" 2.750" 04-00900 50 44
Nylon 3-1/2" 1" 2.750" 04-01000 50 44
Rubber 2-3/8" 5/8" 1.750" 04-02100 25 11
Rubber 2-3/8" 3/4" 1.750" 04-02200 25 11
Rubber 2-3/8" 7/8" 1.750" 04-02300 25 11
Rubber 2-7/8" 5/8" 2.125" 04-02400 25 16
Rubber 2-7/8" 3/4" 2.125" 04-02500 25 16
Rubber 2-7/8" 7/8" 2.125" 04-02600 25 16
Rubber 2-7/8" 1" 2.125" 04-02700 25 16

AThis brochure is intended as a guideline and reference. Appropriate testing and validation by users having technical expertise is necessary for proper use of Double E products.
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